Revised to match previous modifications to SNF-5304.
X 1 All three criteria have been satisfied. The Item meets the definition of commercial grade.
:
Item is being purchased from a non ESL manufacturer supplier as commercial grade to be used in a Safety Class application.
Item is being purchased from a non ESL manufacturer supplier as commercial grade to be used in a Safety Significant application.
Item was purchased from a non ESL manufacturer supplier as commercial grade to be used in a Safety Class 06/19/00
. . The gradual deterioration of a material due to chemical or electrochemical reactions, such as oxidation, between the material and its environment. Destruction of materials by the abrasive action of moving fluids, usually accelerated by the presence of solid particles carried with the fluid. An electrical circuit that is unintentionally broken so that there is no complete path for current flow.
CGI No. CGI-SNF-D-13-P5-030
An abnormal connection by which an electrical current is connected to ground, or to some conducting body, resulting in excessive current flow. Clogging of a filtering medium resulting in the inability to perform its purification function or blockage of flow. Binding of a normally moving item through excessive pressure, temperature, friction, jamming.
Mechanical oscillations produced are beyond the defined permissible limits due to unbalancing, poor support, or rotation at critical speeds. A loss of mechanical and physical properties of a material due to exposure to high temperatures, radiation exposure.
Under the action of excessive external forces the material of the part has been deformed or distorted.
From prolonged exposure to high temperature and stress, the object will show a slow change in its physical (shape and dimension) and mechanical characteristics. 
